
Achieve higher productivity in job dispatch environ ments

Allocate resources in response to customer demands efficiently with Waveon 508 

Waveon 508

In addition, Waveon 508 also provides a 
two-way messaging capability that 
enables data to be easily transferred 
between the MDT and the command 
center via a serial RS-232 port that is 
connected to a wireless modem. 

Waveon 508 offers a range of 
customization possibilities including 
printer, data-logger, and data input 
devices such as magnetic card slot 
reader, memory ID button reader, and 
more, to offer a complete solution to fleet 
managers and businesses.

Waveon 508 is an entry-level mobile 
data terminal (MDT) designed for in-
vehicle applications including dynamic 
dispatching, driver tracking, status 
reporting, and more. The MDT is ideal 
for businesses and organizations in the 
transportation, logistics, public safety, 
and homeland security/ defense 
industries.

Waveon 508 features a fully illuminated 
monochrome display with 24 
alphanumeric keys, a control panel and 
an audio function, which have been 
optimized for efficient operation and 
communication, both day and night.

Mobile Data Terminal W508

TM

• Status Reporting
• Detailed Form-Based Reporting

Industrial Applications

• Rugged Design
• Proven Reliability
• Operator Ergonomics
• Small Footprint
• Low Power Consumption
• Field Programmable
• Extended Functionalities

Product Highlights

• Driver Tracking System
• Dynamic Dispatching System
• Transactional Activity System



Technical Specifications At A Glance

Physical Specifications
• 206mm (L) x 85mm (W) x 29mm (D)
• Weight: 320g (Basic Configuration)

Display Specifications
• Monochrome STN LCD
• 2 Lines x 40 Characters, Backlit

Keys & Alerts Specifications
• 24 Alphanumeric Keys, Cursor and 

Function Keys, Fully Illuminated
• 2 x LED Indicator
• Buzzer (Programmable Frequency)

Performance Specifications
• CPU: Zilog® Z80180 Series
• SDK for Pascal/C

Memory/Storage Specifications
• Memory: 128KB RAM (64KB Available) 
• 256 KB FLASH Memory (224KB Available

as Virtual ROM Disk)

W508 Mobile Data Terminal

TM

Regulatory

• CE 
• eMARK

For more information on how Waveon 508 can help you in allocating resources in 
response to customer demands efficiently, please email sales@infowave.sg.  

Serial Communication Ports 
• 2 x RS232 Communication Port

Control Input/Output Signals
• 2 x Transistor-Transistor Logic (TTL) 

Input Signal
• 2 x Output Signal - 300mA Open 

Collector

Power Specifications 
• External Power - Vehicle Battery: 

8Vdc~16Vdc
• Normal Mode Current: 75mA
• Normal With Backlight Current: 300mA
• Standby Mode Current: 25mA

Optional Accessories
• Magnetic Card Reader Type 1
• Magnetic Card Reader Type 1 and 2
• Dallas ID Button Set

Environmental Specifications

Operating Temperature
• -20°C ~ 70°C (-4°F ~ 158°F)

Storage Temperature
• -20°C ~ 80°C (-4°F ~ 176°F)

Relatively Humidity 
• 90% (Non-Condensing)

Shock & Vibration
• EIA RS374A

• FCC

Reliability is Everything.

Headquartered in Singapore, 
InfoWave is a leader in defining, 
producing and distributing 
quality telematics devices that 
benefit our customers. Quality 
means providing our customers 
with reliable and durable 
products that fully satisfy their 
needs. 

When Customers Speak, 
InfoWave Listens.

At InfoWave, our business is 
driven by our understanding of 
our customers’ needs and what 
they require in order to succeed. 
The market for the delivery of 
telematics products is growing 
rapidly, with new products being 
delivered at an ever-increasing 
pace. With such growth comes 
the need to differentiate among 
the offerings. That is why 
InfoWave has organized a team 
of engineers to define, produce 
and deliver the next-generation 
of telematics products that meet 
those needs.
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