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Mobile Data Terminal W528

Improve your business and operational process

Keep your drivers responsive and productive while o

Product Highlights

» Compact, Ergonomics Design

* Tactile Keypad

« Integrated GPS and GSM/GPRS Modules
» Low Power Consumption

» Watchdog Timer

« Field Programmable

» Extended Functionalities

Waveon 528

Waveon 528 is a fixed-mount mobile
data terminal (MDT) based on Windows
CE .NET 4.2 operating system to deliver
great performance across a wide range
of industrial and commercial
applications.

Waveon 528’s rugged design, ergonomic
user interface, full programmability, and
built-in modules including GPS and
GPRS make it an ideal platform for the
trucking and distribution, passenger
transportation, municipalities and utilities,
and public safety sectors.

Industrial Applications

« Driver Tracking System
« Dynamic Dispatching System
« Transactional Activity System

n the move with Waveon 528

Designed to withstand extreme
temperature range, vibration, and shock
within an in-vehicular environment,
Waveon 528 ensures a high level of
reliability required by fleet managers and
businesses alike.

Waveon 528 features a series of
communication ports that interfaces with
an assortment of expansion options
including keyboard, printer, data logger,
and bar-code scanner to provide for an
all-in-one solution.

« Status Reporting
* Detailed Form-Based Reporting



Reliability is Everything.

Headquartered in Singapore,
InfoWave is a leader in defining,
producing and distributing
quality telematics devices that
benefit our customers. Quality
means providing our customers
with reliable and durable
products that fully satisfy their
needs.

When Customers Speak,
InfoWave Listens.

At InfoWave, our business is
driven by our understanding of
our customers’ needs and what
they require in order to succeed.
The market for the delivery of
telematics products is growing
rapidly, with new products being
delivered at an ever-increasing
pace. With such growth comes
the need to differentiate among
the offerings. That is why
InfoWave has organized a team
of engineers to define, produce
and deliver the next-generation
of telematics products that meet
those needs.
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W528 Mobile Data Terminal

Technical Specifications At A Glance

Physical Specifications

» 200mm (L) x 82mm (W) x 38mm (D)
» Weight: 390g (Basic Configuration)
* Protective Back-Cover (Option)*

Display Specifications

* Monochrome FSTN LCD
240 x 60 Pixel Graphics

» Multi-Level LED Backlight

Keyboard & Alert Specifications

 Unigue Control Knob (Encoder Switch)

» 12 Alphanumeric and 6 Function Keys,
Fully llluminated

» 2 x Colored LED Indicator (Red/Green)

 Buzzer (Programmable Frequency)

Performance Specifications

» Microsoft® Windows® CE .NET 4.2 Core
» Motorola® DragonBall™ ARM9 RISC

» SDK for eMbedded Visual C++ 4.0

Memory/Storage Specifications

* 16MB RAM

» 16MB FLASH (Approx. 5MB each for
Allocated System Usage)

Power Specifications

 External Power - Vehicle Battery:
8Vdc~30Vdc)

» Power Off: Software Controlled

» Power On: Key Press or Input Signal
Watchdog Timer (Hardware and Software)

« Vehicle Battery Powered Real-Time
Clock

Communication & Connectivity Ports
* 3 x RS232 Communication Port

e 1 x SAE J1708 (Option)*

* 1 x USB 1.1 Device Port for Debug

Control Input/Output Signals

3 X Input Signal

* 2 x Output Signal — 300mA Open
Collector

GPS Module

» Trimble® Lassen® iQ 12 Satellites,
Sensitive Mode

« Internally Connected to COM2

GPRS Module

» Motorola® G24 Quad-Band 850~900
~1800~1900MHz

* GPRS Multi-Slot Class 10

« Internally Connected to COM1 with
Voice Support (Requires External
Speaker and Microphone Set*)

Audio Codec
» System Sound and GSM Voice Support

Optional Accessories
* Dallas ID Button Set
 External Speaker and Microphone Set

* MOQ required

Environmental Specifications

Operating Temperature
*-20°C ~ 60°C (-4°F ~ 140°F)

Storage Temperature
*-20°C ~ 80°C (-4°F ~ 176°F)

Regulatory

* CE
* eMARK

* FCC

For more information on how Waveon 528 can help you in keeping your drivers
responsive and productive while on the move, please email sales@infowave.sq.




