
Create and maintain a productive fleet everyday

Gain access to real-time fleet information and incr ease efficiency with Waveon 538

suitable for even low-light environment.

Waveon 538’s highly modular design 
offers a nearly limitless range of 
configuration and customization
possibilities. The MDT is available in
standard configurations or can be 
customized cost-effectively with a variety 
of built-in options and add-on devices 
such as driver ID touch button, swipe 
card, barcode scanner, and keyboard to 
provide for an all-in-one platform 
solution.

Waveon 538 is a rugged mobile data 
terminal (MDT) with powerful on-board 
processing capabilities. Powered by an 
ARM 9 processor and Windows CE .NET 
4.2 operating system, Waveon 538 offers 
the ability to develop or customize in-
vehicle applications for a wide variety of 
industrial and commercial uses including 
driver log, interactive messaging, 
dispatch, status and form-based reports.

Waveon 538 features a transflective, 
high-resolution, monochrome display 
with variable level backlighting, making it 

• Compact, Ergonomic Design
• Fully Illuminated Graphic Display
• Tactile Keypad
• Integrated Wireless Options including 
GPS, GPRS, WiFi and Bluetooth

• External Connectivity Options including
USB, Serial Ports

• Low Power Consumption

Product Highlights
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• Status Reporting
• Detailed Form-Based Reporting

Industrial Applications

• Driver Tracking System
• Dynamic Dispatching System
• Transactional Activity System



Technical Specifications At A Glance

Physical Specifications
• 200mm (L) x 82mm (W) x 38mm (D)
• Weight: 390g
• Protective Back-Cover (Option)+

Display Specifications
• Monochrome FTSN LCD 
• 240 x 64 Pixel Graphics
• Multi-Level LED Backlight

Keyboard & Alert Specifications
• Unique Control Knob (Encoder Switch)
• 12 Alphanumeric and 6 Functional Keys,

Fully Illuminated
• 2 x Colored LED Indicator (Red/Green)
• Buzzer (Programmable Frequency)

Performance Specifications
• Microsoft® Windows® CE .NET 4.2 Core
• Motorola® DragonBall™ ARM9 RISC
• SDK for eMbedded Visual C++ 4.0

Memory/Storage Specifications
• 64MB RAM
• 32MB FLASH (Approx. 16MB each for

Allocated System Usage)

Power Specifications
• External Power - Vehicle Battery: 

8Vdc ~ 30Vdc
• Power Off: Software Controlled
• Power On: Key Press or Input Signal
• Watchdog Timer (Hardware and Software)
• Vehicle Battery Powered Real-Time

Clock

Communication & Connectivity Ports
• 3 x RS232 Communication Port 
• 1 x SAE J1708 (Option)+

• 1 x USB 1.1 Device Port for Debug
• 2 x USB 2.0 Host Port for Keyboard

and Storage Dongle
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For more information on how Waveon 538 can help you in increasing your fleet 
efficiency, please email sales@infowave.sg. 

Communication & Connectivity Ports 
(Cont’d)
• 1 x CANbus Port (V2.0B, 1Mbit Port)

Control Input/Output Signals
• 3 x Input Signal
• 2 x Output Signal – 300mA Open 

Collector 
• 2 x Analog Input Signal

GPS Module 
• Trimble® Lassen® iQ 12 Satellites, 

Sensitive Mode
• Internally Connected to COM2

GPRS Module 
• Motorola® G24 Quad-Band 850~900

~1800~1900MHz
• GPRS Multi-Slot Class 10
• Internally Connected to COM1 with 

Voice Support (Requires External 
Speaker and Microphone Set+)

Audio Codec
• System Sound and GSM Voice Support
• Text to Speech (Option)+

Optional Wireless LAN/ Bluetooth
• Wireless LAN: IEEE 802.11b/g Protocols

at 2.4GHz Band
• Bluetooth Communication: V2.0 + EDR 

Class 1 Power Level

Optional Accessories
• Magnetic Card Reader Type 1
• Magnetic Card Reader Type 1 and 2
• Dallas ID Button Set
• External Speaker and Microphone Set

+ MOQ Required

Environmental Specifications

Operating Temperature
• -20°C ~ 60°C (-4°F ~ 140°F)

Storage Temperature
-20°C ~ 80°C (-4°F ~ 176°F)

Reliability is Everything.

Headquartered in Singapore, 
InfoWave is a leader in defining, 
producing and distributing 
quality telematics devices that 
benefit our customers. Quality 
means providing our customers 
with reliable and durable 
products that fully satisfy their 
needs. 

When Customers Speak, 
InfoWave Listens.

At InfoWave, our business is 
driven by our understanding of 
our customers’ needs and what 
they require in order to succeed. 
The market for the delivery of 
telematics products is growing 
rapidly, with new products being 
delivered at an ever-increasing 
pace. With such growth comes 
the need to differentiate among 
the offerings. That is why 
InfoWave has organized a team 
of engineers to define, produce 
and deliver the next-generation 
of telematics products that meet 
those needs.
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Regulatory

• CE 
• eMARK

• FCC


